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VIB-BAR PETROL-POWERED 
PORTABLE VIBRATOR

AX POKERS
MODEL DIAMETER

(mm)
LENGTH

(mm)
WEIGHT

(Kg)
SPEED
(r.p.m)

PERFORMANCE
(m 3/h)

AX 45 45 325 3 9,500 25

MODEL LENGTH
(m) WEIGHT (Kg)

TBX 0.5 0.5 2

TECHNICAL DATA

MODEL WEIGHT
 (Kg)

POWER
(CV) ENGINE FUEL

ENGINE
CAPACITY (CC)

SPEED
(r.p.m)

VIB-BAR H 6 1.6 HONDA GX 35 4T Unleaded Petrol 35.8 10,000

FLEXIBLE TRANSMISSION

Centrifugal clutch.

Handle counts with embedded throttle.
Includes harness for transport.

4 double-sealed oil-lubricated bearings.
Oversized eccentric.
Other poker head diameters available upon request.

Outer part of the transmission reinforced 
with metal strip.

+ Cordless + Horizontal works+ Lightness + Mobility

ENAR's VIB-BAR is a portable vibrator powered 
by a petrol engine.

A petrol engine powers the 
VIB-BAR, therefore it does 
not require an electrical 
connection, increasing site 
safety.

Thanks to its harness, which 
provides excellent handling 
and comfort, it is the ideal 
alternative for horizontal work.

It is ideal for works where 
there is no electricity 
supply, allowing great 
mobility for the user.

Users enjoy great comfort 
thanks to the lightweight 
of the driving unit and the 
ergonomic support.

FUELFUEL
ENGINEENGINE

CAPACITY (CCAPACITY (CC)C)
SPEEDSPEED
((rr..pp..mm))

HONDA GX 35 4TDA GX 35 4TD Unleaded Petrol 35.8 10,000

Handle counts with embedded throttle.

VIBRATION RANGE - VIB-BAR


